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Abstract: This paper describes the instrumentation and computer interface design for an extrusion tool to monitor certain 

process parameters during forward cold extrusion. A load sensing component, i.e. load cell was designed and manufac-

tured to measure the extrusion forces. The load cell consisted of an individual component within a die set mounted in a 

200-tonne hydraulic press, designed to study forward extrusion of aluminum alloys. The extrusion load measurement is 

based upon a number of strain gauges bonded to the central section of the component. The extrusion force was transmitted 

through a pressure plate to the load sensing component. A linear variable differential transformer (LVDT) was used to 

provide an output on the punch linear travel during the extrusion process. Both the load cell and the LVDT were cali-

brated and a complete programme of cold extrusion of aluminum was carried out to validate the setup. The extrusion 

process was monitored using personal computer (PC) running LabVIEW software. 

INTRODUCTION  

Much of the research in metal forming operations has fo-
cused on experimental studies of die wear and life. By 
minimising the load and energy used in the extrusion proc-
ess, die life is maximised and die wear is maintained at a 
minimum [1]. Various researchers have attempted to esti-
mate the energy consumed in the extrusion processes by 
means of modelling approaches [2 & 3]. Other researchers 
have combined theoretical and experimental studies of fric-
tion in metal forming [4 & 5]. In metal forming experimenta-
tion, determination of the forming loads is critical to the suc-
cess of the process. The force required for forming has con-
sequences in the design of tooling and fixtures, and also for 
the machinery used [6]. Various methods of measuring the 
forming loads during processing have been proposed [7-9]. 
In cold extrusion, which is used for the manufacture of spe-
cial sections and hollow articles, the material is generally 
made to flow in the cold condition by the application of high 
pressure. The high pressures force the material through a 
cavity enclosed between a punch and a die. Cold extrusion 
can be used with any material that possesses adequate cold 
workability - e.g., tin, zinc, copper and its alloys, aluminium 
and its alloys. Indeed it is for these metals that the process is 
more widely adopted. Low-carbon soft annealed steel can 
also be cold extruded. If the product cannot be fully shaped 
in a single operation, the extrusion process may be per-
formed in several stages [10]. The relationship between ex-
trusion velocity with both temperature distribution within the 
extruded part and extrusion load has been investigated by a 
number of researchers [11-15]. The extrusion load was 
shown to increase with extrusion velocity. The magnitude of 
the increase is larger at higher reduction ratios. 
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In the current work, as part of an experimental pro-
gramme of research on the cold extrusion of aluminum, a 
complete die set was designed and manufactured for an ex-
perimental programme. It consisted mainly, of three main 
plates; upper, active and lower. The upper and active plates 
were free to move on four pillars. A rapid punch and die 
release system was incorporated into the overall tool design 
to facilitate reduced experiment set up times and allow a 
high degree of experimental flexibility. A 3D exploded solid 
model and photograph of the die set is presented in Figs. (1 
and 2) respectively. The die included an extrusion force-
sensing component to allow determination of forming loads 
up to a maximum of 2000kN. The load cell was machined 
from a single piece of high-strength steel with a minimum 
yield stress of 1200MPa. Strain gauges were bonded to the 
upper and lower surfaces of the hollowed section. The extru-
sion force was transmitted to the load sensing component 
through a pressure plate. A hemispherical profile on the con-
tact surface of the load cell eliminated any forces present in 
the horizontal plane.  

The current research is of great significance as acquiring 
the experimental data is a major step in the application of the 
Response Surface Method (RSM) which will be carried out 
at a later stage of the current research programme. The RSM 
technique considers the correlation between certain process 
parameters and the obtained results as surfaces in the dimen-
sional space of the variables [16]. The classical research 
methodology still commonly used consists of varying one 
process parameter while the levels of the other parameters 
are kept constant. It becomes obvious that, when analysing a 
large number of independent process variables, the method is 
very time consuming. With the RSM technique, during the 
experimental programme the analysed process variables are 
simultaneously assigned a limited number of values within a 
specific range. This allows the identification and quantifica-
tion of the interaction between the chosen variables, thus 
contributing to a more precise determination of the global 
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optimum. To determine both the RSM model adequacy and 
accuracy, it was necessary to experimentally determine ex-
trusion forces for a number of experiments. As maximum 
extrusion forces of approximately 2000kN were expected, 
the procurement of a suitable off-the-shelf load measuring 
device was economically prohibitive. Hence, it was decided 
to design and manufacture a suitable low-cost load cell 
within the research facility. 

LOAD CELL DESIGN  

In order to provide maximum accuracy and signal output, 
a full Wheatstone bridge circuit, containing three strain 
gauges on each branch arm was chosen as shown in Fig. (3). 

 

Fig. (1). Exploded view of die set. 

Based on the Wheatstone bridge principle, the strain 
gauges forming arms (1) and (3) were mounted on surfaces 
subjected to compression while the strain gauges forming 
arms (2) and (4) were mounted on a surface subjected to 
tension. The optimal position for mounting the strain gauges 
was established using an ANSYS (Ver.6.0) finite element 
(FE) model of the load-sensing component as shown in Fig. 
(4). The complete load cell design is presented in Fig. (5).  

The elastic deformation of the load cell induced by the 
maximum extrusion load was determined from the input of 
appropriate geometry, material properties and boundary con-
ditions. The meshed axisymmetrical FE load cell model, 
consisting of 1355 PLANE 82 elements, is presented in Fig. 
(6). Material properties associated with the model were that 
of high-strength spring steel. Values of Young’s Modulus, E 
and Yield Strength, Sy of 215GPa and 1200MPa respectively 
were assigned to the load cell material for the FE model. As 
shown in Fig. (6), boundary conditions were assigned to the 

model to fix it in the X, Y and Z directions at its centre sec-
tion. Due to its working principle, the strain gauge output is 
a measure of the average strain recorded over the surface 
covered by the gauge grid. Also, strain limitations required 

 

Fig. (2). Assembled extrusion tool. 

 

Fig. (3). Strain gauge configuration. 

 

Fig. (4). Strain gauge positions shown on axisymmetric FE load 

cell model. 
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that the deformation of the gauge grid was limited to 3%. 
Therefore, choice of the optimal position of the strain gauge 
on the load cell surface was vital for an accurate and realistic 
reading of the forming load. The design of the load cell pro-
vided adequate mounting locations for the positioning of the 
strain gauges. It is evident that an area of almost linear strain 
variation is obtained on the analysed surfaces as shown in 
Fig. (4). This feature provides an accurate and realistic varia-
tion of the strain gauges resistance with the elastic deforma-
tion of the load cell. The geometry of the surface where lin-
ear strain variation occurs allowed the mounting of strain 
gauges with grid dimensions as large as 5 mm. The chosen 
size offered both a strong signal output from the load cell 
deformation and a heat dissipation area large enough to al-
low a higher voltage excitation (10V over the entire bridge). 

 

Fig. (5). Load-cell design. 

Following a thorough analysis of multiple factors i.e. 
geometrical characteristics of the load cell, heat sink proper-
ties of the load cell material, temperature and environmental 
conditions in the load cell area, CEA-06-125UW-120 type 
strain gauges, provided by Measurements Group Inc. were 
chosen for the Wheatstone bridge circuit. To obtain the wid-
est temperature range possible as well as the optimum meas-
urement accuracy, a special bi-component adhesive M-
BOND 610 was used to mount the strain gauges on the load 
cell surfaces. Temperature curing of the assembled strain 
gauges was essential to provide gauge stability during elastic 

element-strain gage assembly. Uniform pressure was applied 
to the strain gauges during the curing process using two 
PTFE rings as shown in the Fig. (7). The rings were de-
signed to match the profile of the load cell groves where the 
strain gauges were mounted. A force in the range, 275 - 
350kN was applied to the PTFE rings by compressing a set 
of 3 calibrated springs. 

The position of the strain gauges is shown in Figs. (8 and 
9) where a plot of the values of strain along the load cell 
surfaces is presented. 

It is evident that an area of almost linear strain variation 
is obtained on the analysed surfaces. This feature provides an 
accurate and realistic variation of the strain gauges resistance 
with the elastic deformation of the load cell. The geometry 
of the surface where linear strain variation occurs allowed 
the mounting of strain gauges with grid dimensions as large 
as 5 mm. The chosen size offered both a strong signal output 
from the load cell deformation and a heat dissipation area 
large enough to allow a higher voltage excitation (10V over 
the entire bridge).  

 

Fig. (7). PTFE pressure ring assembly design. 

 

Fig. (6). Meshed axisymmetrical FE Model. 
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Fig. (8). Strain values and strain gauge position for upper mounting 

surface. 

 

Fig. (9). Strain values and strain gauge position for lower mounting 

surface. 

Following thermal curing and wiring of the bonded strain 
gages, a protective silicone rubber coating was applied over 
the strain gages and the soldered terminals in order to offer 
long-term protection against humidity and lubricant con-
tamination during the extrusion process. The complete load 
cell with bonded strain gages is presented in Fig. (10). The 
load cell was calibrated by an accredited specialist using a 
known standard high precision calibration gauge. A 10V 
excitation potential applied to the load cell bridge was pro-
vided by a highly stable DC source. The bridge output was 
amplified and filtered using a Signal Conditioning eXtension 
for Instrumentation (SCXI) 1121 signal processing module 
manufactured by National Instruments. Due to the low val-
ues of the response signal, a gain factor of 1000 was used to 
amplify the bridge output. The experimental load cell output, 
in millivolts, was monitored using LabVIEW software run-
ning on an IBM PC while the force measurement device at-
tached to the calibration load cell monitored the force ap-

plied to the experimental load cell. The voltage output of the 
experimental load cell was recorded for increments of 100 
kN from 110 to 1500 kN.  

 

Fig. (10). Load cell with bonded gages (top view). 

The curves obtained as a result of the calibration meas-
urements show a good linearity of the force-voltage output 
for the load cell as shown in Fig. (11). For repeatability and 
accuracy reasons, the measurements were repeated three 
times. 

 

Fig. (11). Load cell calibration data. 

DISPLACEMENT TRANSDUCER  

In order to correlate the force data with punch travel, an 
LVDT transducer was attached between the top plate and the 
active plate of the extrusion die. The excitation was provided 
by the same DC source as for the load cell and the output 
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signal was amplified, filtered and processed by the SCXI 
1121 board used for the force signal processing. The LVDT 
was calibrated by correlating the voltage output with the 
LVDT rod displacement. The LVDT voltage output was 
recorded at increments of 5 mm in the range of 0 to 55 mm. 
A linear relationship was obtained between the LVDT/punch 
travel and output voltage as shown in Fig. (12). Applying the 
same algorithm for the load cell calibration, the calibration 
constant of the LVDT was found as 5.6mm/V. 

 
 
Fig. (12). LVDT calibration data. 

DATA ACQUISITION SYSTEM 

The signal output from both the load cell and LVDT 
were captured, amplified and filtered using National Instru-
ments SCXI and I/O hardware. The signal was processed 
using the data acquisition and signal processing software, 
LabVIEW in accordance with recommended standards [17-
19].  

The data acquisition program was designed to acquire 
two input signals; one from the force transducer and the sec-
ond from the LVDT. The user interface for the data acquisi-
tion system is presented in Fig. (13). The LabVIEW code for 
this program is shown in Fig. (14). For ease of use, both sig-
nals were acquired at a scan frequency of 1000 scans/second. 
For one complete cycle of testing 10000 scans per channel 
were available, therefore the data acquisition module cov-
ered 10 seconds scan period after being triggered.  

Using the front panel, the acquired signals of force and 
punch travel were displayed both separately (force and 
punch travel respectively versus number of scans) and com-
bined (force versus punch travel) as shown in Fig. (11). At 
the beginning of each scan the VI program performed scale 

realignment. This realignment had the purpose of providing 
better measurement accuracy by eliminating the hysteresis of 
the measurement system. The realignment consisted of de-
ducting the average value of a batch of 100 readings taken at 
the beginning of the process from the 1000 scans acquired on 
each channel. The acquired data was multiplied by the cali-
bration constants so that it could be displayed and recorded 
in the appropriate unit of measurement i.e. mm for the punch 
travel and kN for the extrusion force readings. The punch 
travel and force data was recorded in text files for each ex-
periment and used for further analysis.  

EXPERIMENTAL PROGRAMME 

A complete experimental program was undertaken with 
the extrusion tool using A1100 aluminium alloy. The chemi-
cal composition and mechanical characteristics of the billet 
material are presented in Tables 1 and 2 respectively. Three 
critical die geometry parameters were varied during the ex-
perimental work, namely the die exit diameter, d, die land 
height, h and die angle, . This experimental programme 
consisted of 15 experiments with various dies. A billet of 
38mm diameter and 20mm in height was used in all the ex-
periments. The experimental programme as outlined below 
in Table 3 was repeated for two different lubricant types. 
Lubricant A consisted of a zinc stearate solution while Lu-
bricant B was a Cu-Pb based grease. The theoretical extru-
sion force, F was calculated using a widely used modified 
upper bound equation, i.e. Eq. (1) [20].  
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where:  

 

Fig. (13). LabVIEW user interface for data acquisition. 
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μ  = Coefficient of friction at die/billet interface 

D  = Billet diameter, (mm) 

d  = Die land diameter, (mm) 

h  = Die land height, (mm)  

 = Die half angle, (deg) 

H = Billet height, (mm) 

fk  = Maximum tangential stress at die-billet interface, 

(N/mm
2
) 

The extrusion load data obtained from the load cell was 
recorded and compared to values determined theoretically by 

Eq. (1). The correlation between both data sets was deter-
mined graphically. Each experiment number represents dif-
ferent die conditions such as die semi angle, land length and 
percentage reduction. 

RESULTS  

The magnitude of the extrusion force acquired from the 
load cell was compared to values obtained by calculation 
using Equation 1. This comparison is presented in Tables 4 
and 5 for lubricants A and B respectively. The results are 
shown graphically in Figs. (15 and 16).  

The coefficient of friction for the Lubricant A and B was 
established as 0.23 and 0.25 respectively.  

The data recorded was viewed using the “Read file.vi” 
presented in Fig. (17). The graphical user interface was also 

Table 1. Chemical Composition of Billet Material 

Composition (wt%) 

Fe Cu Mn Mg Cr Ni Zn Al min 

.19 .008 .02 .058 .006 .001 .001 99.71 

 

Table 2. Mechanical Properties of Billet Material 

Young's 

Mod. Poisson’s Ratio 

Shear 

Mod Yield Strength 

69GPa 0.33 26GPa 34MPa  

 

Table 3. Experimental Programme 

Exp. No. d (mm) h (mm)  (
o
) 

1 9 2.8 132 

2 21 2.8 132 

3 9 5.2 132 

4 21 5.2 132 

5 9 2.8 168 

6 21 5.2 168 

7 9 5.2 168 

8 21 4 168 

9 5 4 150 

10 25 2 150 

11 15 6 150 

12 15 4 150 

13 15 4 120 

14 15 4 180 

15 15 4 150  

Fig. (14). LabVIEW code for data acquisition program.  
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used to provide information regarding the maximum value of 
the extrusion force and the punch travel.  

Samples of the extruded billets are presented in Fig. (18). 
These samples correspond to die exit diameters of 9, 15, 21 
and 25mm. 

CONCLUSIONS  

A successful experimental programme of cold extrusion 
of high-grade (AA1100) aluminium was carried out with 
purpose-built tooling. Extrusion forces were successfully 
determined by incorporation of a load cell in the tooling set-

Table 4. Extrusion Force for Lubricant A 

Extrusion Force (kN) 

Lubricant A 
Exp. 

No. 

Calculated Experimental %Error 

1 856.41 1016.01 -15.7 

2 425.49 323.24 31.6 

3 876.38 961.57 -8.9 

4 430.49 323.24 33.2 

5 826.86 977.87 -15.4 

6 406.8 358.55 13.5 

7 830.89 945.24 -12.1 

8 451.84 361.27 25.1 

9 1186.2 1260.27 -5.9 

10 330.55 228.17 44.9 

11 575.13 509.95 12.8 

12 595.84 526.96 13.1 

13 597.08 492.08 21.3 

14 563.88 532.78 5.8 

15 586.4 521.37 12.5 

 

Fig. (15). Extrusion force using lubricant A. 

Table 5. Extrusion force for Lubricant B 

Extrusion Force (kN) 

Lubricant B 
Exp. 

No. 

Calculated Experimental %Error 

1 851.6 994.17 -14.3 

2 407.1 331.63 22.8 

3 905.3 975.32 -7.2 

4 430.1 309.66 38.9 

5 825.7 947.99 -12.9 

6 401.3 321.37 24.9 

7 879.3 827.2 6.3 

8 424.3 317.78 33.5 

9 1226 1164.71 5.3 

10 320.4 220.02 45.6 

11 548.4 518.82 5.7 

12 602.1 553.88 8.7 

13 612.2 632.9 -3.3 

14 571.8 495.4 15.4 

15 575.2 488.72 17.7 
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up. Experiments were conducted using two different lubri-
cants; zinc stearate and an oil-based lubricant that contained 
high pressure lead and copper additives. There was no re-
markable difference recorded in the extrusion forces required 
for the different lubricants. Furthermore extrusion force data 
obtained by calculation show reasonable agreement with data 
obtained by experiment, i.e. the purpose built load cell. The 
largest extrusion force obtained by experiment was 
1260.27kN. This force was measured when extruding the 
aluminium billet using a die with exit diameter, die angle, 
and land height of 5mm, 150

o
 and 4mm respectively. This 

represents a reduction in area of the billet of 98.2%. The 
corresponding load determined by calculation was 
1186.2kN. Considerable economic savings were achieved by 

designing and manufacturing the load sensing component as 
described in this paper. The load cell was manufactured for a 
total cost of 320 euros. An off-the-shelf load cell capable of 
measuring forces of up to 2000kN was priced at approxi-
mately 3,250 euros. It can be concluded that the instrumenta-
tion designed for the extrusion tool functioned correctly and 
can be used in future experimental programmes of forward 
extrusion. 

 

Fig. (16). Extrusion force using lubricant B. 

 

Fig. (17). Actual test data presented on LabVIEW user interface. 

 

Fig. (18). Extruded samples corresponding to die exit diameters of 
(a) 9mm, (b) 15mm, (c) 21mm and (d) 25mm. 
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